Canopy

Plenum & Perkins: [ fg%ﬂ?k

This type of enclosures has gained a well-known reputa-
tion through its relatively medium size and good capabili-
ties for noise reduction. It has a very unique inlet and
outlet system where the front and rear attenuators allow
easy access for maintenance purposes.

Canopy Structure

e 2 mm Galvanized-Steel Body and Components.

® 5 cm medium-density Fiber Glass for Sound Insulation.
e Painted with highly corrosion-resistive synthetic gloss.

e Stainless-Steel Locks and Hinges.

e Exhaust silencing system in the interior of the enclosure.

Service and Maintenance

e Easy access for the radiator and the control panel through the
outlet and inlet attenuators.

® 4 large doors 2 on each side to allow easy maintenance access.

¢ Plexiglas window for external viewing of the control panel
fitted in a lockable door.

¢ L ube Oil Pipe outlet to allow easy drainage.

Security and Safety [N

e Fuel Fill and Battery are secured through lockable doors.
e Emergency Stop Push Button mounted on the exterior of
the enclosure (optional)

Loading and Shipment [y

e Lifting Points on the Base of the enclosure
e 2 Removable Attenuators for shipping space optimization.

Sound Pressure Levels (dBA)

Plenum Sound

Proof Canopy (PL)

Tm 3m 7m

Generatingset Powertech 0% | 100% 0% | 100% 0% 100% 0%
Engine Model KVA Load | Load Load  Load Load Load Load
1104A-44TG2 80 73 75 n 735 | 68 705 76
1104C-44TAG2 100 735 | 755 715 74 | 685 Tl 76.5
1106A-70TG1 135 74 76 72 74 69 n 77
1106A-70TAG2 150 745 | 765 725 745 | 695 | 715 775
1106A-70TAG3 180 75 77 73 75 70 72 78
1106A-70TAG4 200 755 | 775 735 75 | 705 | 72 785

1506A-E88TAG3 250 76 78 74 755 0N 725 79
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® Image is for reference only and might not be 100% reflective
of the actual product.

e Due to continuous improvements, above data is subject to
change without prior notice.
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Dimensions

Cmm

1645
1645
1845
1845
2163
2163
2163

Certified System

Quality
1SO 9001
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